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ASTM B466 Copper Nickel Pipes , C70600 Sch40 Seamless Welded

Pipes
o Place of Origin: CHINA
O o Brand Name: KASUGAI
(- o Certification: 1ISO-9001; PED; AD 2000
:‘U o Model Number: ASTM A466 C70600
8 e Minimum Order Quantity: ~TO BE NEGOTIATED
8‘ o Price: PER BASE MATERIAL PRICE
94- o Packaging Details: SEAWORTHY PACKING
S o Delivery Time: 60 DAYS FOR ONE CONTAINER
g o Payment Terms: L/C, D/A, D/P, T/T
8‘ o Supply Ability: 200 TONS/MONTH
Q
o
-}
o Product Name: ASTM B466 (C70600, C71500) Copper-
Nickle Seamless Pipe/Tube
o Standards: ASTM A466/A466M ASME SB466
o Outer Diameter: 1/2' To 24"
o Wall Thickness: Sch5 Sch10 Sch40 Sch80 Sch160
o Length: SRL, DRL, Cut-length (<6m)
e End Process: Plain Ends, Beveled Ends, Threaded Ends
« Highlight: ASTM B466 Copper Nickel Pipes,

Sch40 Seamless Welded Pipes,
Sch40 Copper Nickel Pipes
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Product Description

ASTM B466 C70600 Copper-Nickle Seamless Pipe/Tube

Product Information

Product Name IASTM B466 C70600 Copper-Nickle Seamless Pipe/Tube
Standards IASTM B466/B466M ASME SB466

Outer Diameter 1/2” to 24”

\Wall Thickness Sch5 Sch10 Sch40 Sch80 Sch160

Length SRL DRL, Cut-length (< 6m)

End Process Plain Ends, Beveled Ends, Threaded Ends

Copper Nickel Pipes

Copper Nickel Pipes are pipes made of copper nickel alloy that have excellent corrosion resistance properties making them
suitable for use in marine and coastal environments. Copper Nickel Alloy that exhibits superior corrosion resistance and is
commonly used in marine hardware and piping systems.

Copper Nickel Pipes have excellent corrosion resistance properties, high strength & durability, and are suitable for use in high-
temperature and high-pressure environments. The high quality of alloy utilization has led it to offer excellent qualities including

high tensile strength, reusable and excellent formability. Also, it is highly resistant to mechanical stresses, greater resistance to
high temperature, and high resistance to high-pressure.

Cooper Nickel Pipes are commonly used in marine & offshore applications, water treatment plants, desalination plants,
chemical processing plants, Power Generation Copper-nickel pipes and components can be used in steam turbine
condensers, oil coolers, auxiliary cooling systems and high pressure pre-heaters at nuclear and fossil fuel power plants.

Chemical Compositions (%) of ASTM B466 (C71500, C70600) Copper-Nickle Pipe
Grade Cu Pb Zn Fe Ni Mn
C70600 Balance 0.05 max 1.0 max 1.0-1.8 9.0-11.0 1.0 max
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