
Split Stainless Steel Pipe Flanges 5K 10K 16K 20K Corrosion Resistant JIS
SUS304

Basic Information

China

Kasugai

JIS SUS304 Split Flange 5K 10K 16K 20K

Negotiable

Negotiable

Seaworthy Packng

30 - 60 working days

L / C , T / T

300 ton per month

Product Specification

JIS SUS304 Stainless Steel Split Flange 5K
10K 16K 20K

1/2" To 12"

5K 10K 16K 20K

JIS B2220

Flat Face (FF) Raised Face (RF) Ring Joint
Face (RJF)

JIS G4303 SUS304

JIS SUS304 Stainless Steel Pipe Flanges, 
JIS SUS304 Pipe Split Flange, 
Corrosion Resistant Stainless Steel Pipe
Flanges

More Images
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Place of Origin:

Brand Name:

Model Number:

Minimum Order Quantity:

Price:

Packaging Details:

Delivery Time:

Payment Terms:

Supply Ability:

Product Name:

Size Range:

Pressure Class:

Standards:

Face Type:

Materials:

Highlight:

Kasugai Shanghai Co., Ltd.
flangespipefittings.com
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Product Description

JIS SUS304 Stainless Steel Split Flange 5K 10K 20K
Split flanges are made up of 2 pieces that can be interlocked securely using nuts and bolts. Split Flange is used to reinforce
areas that have been weakened in the piping system. Split flange manufacturers recommend the use of these flanges as flat
faced flanges by removing the raised projection on the outside face of the flange.
 
Material:Stainless Steel SUS304
SUS304 material is a Japanese JIS standard and the most commonly used stainless steel, containing 18% Cr and 8% Ni. It
can maintain good strength and heat resistance in high temperature and low temperature environments, and also has good
corrosion resistance, weldability, cold workability and mechanical properties in the mild atmosphere.
 
SUS304 Stainless Steel Chemical Composition
Standar
d Grade C≤ Si≤ Mn≤ P≤ S≤ Cr Ni

JIS
G4303 SUS304 0.08 1.00 2.00 0.045 0.030 18-20 8-10.5

 
SUS304 Stainless Steel Mechanical Properties

StandardGrade Dia.(d)
(mm)

Yield
Strength
(N/mm2)

Tensile
Strength
(N/mm2)

Elongati
on
(%)

Hardnes
s

(HB)

Hardnes
s

(HV)
JIS
G4303 SUS304 d≤180 ≥205 ≥520 40 ≤187 ≤200

 
Most Common Face Type of Split Flange
FF-Flat Face
The Flat Face flange has a gasket surface in the same plane as the bolting circle face. Applications using flat face flanges are
frequently those in which the mating flange or flanged fitting is made from a casting.
 
Raised Face height
 
For the height measures H and B of all described dimensions of flanges on this website, with exception of the Lap Joint flange,
it is important to understand and remember the following..
 
In pressure classes 150 and 300, the height of raised face is approximately 1.6 mm (1/16 inch). In these two pressure classes,
almost all suppliers of flanges, show in their catalog or brochure, the H and B dimensions including the raised face height.
((Fig. 1))
 
In pressure classes 400, 600, 900, 1500 and 2500, the height of raised face is approximately 6.4 mm (1/4 inch). In these
pressure classes, most suppliers show the H and B dimensions excluding the raised face height. (Fig. 2)
 
Ring-Type Joint (RTJ)
The Ring Type Joint flanges are typically used in high pressure (Class 600 and higher rating) and/or high temperature services
above 800°F (427°C). They have grooves cut into their faces which steel ring gaskets. The flanges seal when tightened bolts
compress the gasket between the flanges into the grooves, deforming (or Coining) the gasket to make intimate contact inside
the grooves, creating a metal to metal seal.
 
An RTJ flange may have a raised face with a ring groove machined into it. This raised face does not serve as any part of the
sealing means. For RTJ flanges that seal with ring gaskets, the raised faces of the connected and tightened flanges may
contact each other. In this case the compressed gasket will not bear additional load beyond the bolt tension, vibration and
movement cannot further crush the gasket and lessen the connecting tension.
 
Product Information
Product Name JIS SUS304 Split Flange
Size Range 1/2” to 12”
Pressure Class 5K 10K 16K 20K 40K
Standards JISB2220
Face Type Flat Face (FF) Raised Face (RF) Ring Joint Face (RJF)
Materials SUS304
Origin China
 
JIS 5K Split Flange Dimensions (mm)

Pipe
Size

Outside
Dia. Inside Dia. Thickness

r
Bolt Holes Wight

(kg)D Toler
ance A Toler

ance t Toler
ance C No. h

15A 80 23.4

+0.5

9 3 60 4 12 0.30
20A 85 28.9 10 3 65 4 12 0.37
25A 95 35.6 10 3 75 4 12 0.45
32A 115 44.3 12 4 90 4 15 0.78
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40A 120
±1.0

50�4 -0 12 +1.5
-0

4 95 4 15 0.83
50A 130 62.7 14 4 105 4 15 1.07
65A 155 78.7 14 5 130 4 15 1.49
80A 180 81.6 14 5 145 4 19 1.99
90A 190 104.1 14 5 155 4 19 2.00

100A 200 116.9

+1.0
-0

16 6 165 8 19 2.39
125A 235 143.0 16 6 200 8 19 3.23
150A 265 168.4 18

+2.0
-0

6 230 8 19 4.41
200A 320

±1.5
219.5 20 6 280 8 23 6.33

250A 385 271.7 22 6 345 12 23 9.45
300A 430 322.8 22 6 390 12 23 10.30

 
JIS 10K Split Flange Dimensions (mm)
 

Nominal Pipe
Size Pipe

Inside
Dia.

Outside
Dia.

Thickne
ss Bolt Holes

Inch Mm A D t C No. h
3/4 20 27.2 28.9 100 14 75 4 15
1 25 34.0 35.6 125 14 90 4 19

1-1/4 32 42.7 44.3 135 16 100 4 19
1-1/2 40 48.6 50.4 140 16 105 4 19

2 50 60.5 62.7 155 16 120 4 19
2-1/2 65 76.3 78.7 175 18 140 4 19

3 80 89.1 91.6 185 18 150 8 19
4 100 114.3 116.9 210 18 175 8 19
5 125 139.8 143.0 250 20 210 8 23
6 150 165.2 168.4 280 22 240 8 23
8 200 216.3 219.5 330 22 290 12 23

10 250 267.4 271.7 400 24 355 12 25
12 300 318.5 322.8 445 24 400 16 25

 
JIS 20K Split Flange Dimensions (mm)

Nominal Pipe
Size

Outside
Dia.

Inside
Dia. R

Thickn
ess Bolt Holes Weight

(kg)Inch Mm D A t C No. h
1/2 15 95 23.4 3R 14 70 4 15 0.66
3/4 20 100 28.9 3R 16 75 4 15 0.76
1 25 125 35.6 3R 16 90 4 19 1.27

1-1/4 32 135 44.3 4R 18 100 4 19 1.58
1-1/2 40 140 50.4 4R  105 4 19 1.65

2 50 155 62.7 4R  120 4 19 1.85
2-1/2 65 175 78.7 5R 20 140 8 19 2.58

3 80 200 91.6 5R 22 160 8 23 3.80
3-1/2 90 210 104.1 5R 24 170 8 23 4.40

4 100 225 116.9 5R 24 185 8 23 4.90
5 125 270 143.0 6R 26 225 8 25 7.80
6 150 305 168.4 6R 26 260 12 25 10.10
8 200 350 219.5 6R 30 305 12 25 12.60

10 250 430 271.7 6R 34 380 12 27 21.90
12 300 480 322.8 6R 36 430 12 27 25.80
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