
ASTM A403 Stainless Steel Butt Welding Stub End Stainless Steel Pipe
Fittings

Basic Information

China

Kasugai

ASTM A403 BW Stub End

Negotiable

Negotiable

Seaworthy Packng

30 - 60 working days

L / C , T / T

500 ton per month

Product Specification

Stainless Steel Butt Welding Stub End

1/2" To 24" , Customized Acc. To Drawing

Sch5S Sch10S Sch20S Sch10 Sch20 Sch30
STD Sch40

ASTM A403

WP304/L WP316/L WP321 WP310S

ASME B16.9 MSS SP-43

Construction

Threaded Pipe Fittings,Stainless Steel Pipe
Fitting

Sch5S Butt Welding Stub End, 
ASTM A403 BW Stub End, 
WP310S Stainless Steel Pipe Fittings
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Place of Origin:

Brand Name:

Model Number:

Minimum Order Quantity:

Price:

Packaging Details:

Delivery Time:

Payment Terms:

Supply Ability:

Product Name:

Size Range:

Wall Thickness:

Standard:

Grade:

Manufacturing Standards:

Application:

Keyword:

Highlight:

Kasugai Shanghai Co., Ltd.
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Product Description

ASTM A403 Stainless Steel Butt Welding Stub End Stainless Steel Pipe Fittings
ASTM A403 Stainless Steel Butt Welding Stub End

 
ASTM A403 is a standard specification for wrought austenitic stainless steel pipe fittings. Within this specification, there are
various types of fittings, including butt-welded fittings. A butt weld stub end is one such type of fitting covered by ASTM A403.
A butt weld stub end is used to create a welded connection between two pipes or fittings of different diameters. It is typically
used when there is a need for a smooth transition between pipes or to facilitate easy disassembly of a flanged joint. The stub
end has a short length of pipe with one end that is welded to the larger pipe, while the other end is intended to be used as a
lap joint flange connection.
 
Stub end(Lap joint) is a fitting that is used replace welded flanges when the support of a rotating back up flange is required.
And It can be supplied in standard and non-standard ANSI dimension that is used for connecting pipes of different diameter.
 
The stub ends covered by ASTM A403 are made from wrought austenitic stainless steel. Common grades used include
304/304L, 316/316L, 317/317L, 321/321H, and others.
The stub ends are designed for butt welding, where the end of the stub is aligned and welded to the larger pipe. Proper
welding techniques and procedures should be followed to ensure a strong and leak-free joint.
Product Information

Product Name ASTM A815 UNS S31803 Butt Welding Duplex Stainless Steel Stub
End

Size Range Dimension: 1/2” to 24”
Wall Thickness Sch5S Sch10S Sch20S Sch10 Sch20 Sch30 STD Sch40
Standards ASTM A403
Material WP304/L WP310S WP316/L WP321
Manufacturing
Standards

ASME B16.9
MSS SP-43

 
Stub End Types
Stub end are offered in three different ways, type A, B and C. Type A and B stub end are similar to forged fittings, such as
elbows and tees, and type C stub end are made in customized sizes.
 
Type A
The type A stub end is used for standard lap joint flange. The lap thickness on the stub end is greater than or equal to the
nominal thickness of pipe wall. In addition, the outer corner radius of the type A can receive the lap joint flange. The inside
corner is square. Lap usually has a machined serrated face.
 
Type B
The type B stub end is used for standard slip on flanges as lap flanges. The lap thickness on these short ends is greater than
or equal to the nominal thickness of pipe wall. Also, the outer corner radius of type B is small enough to receive the slip o
flange that can be used as a backup flange. The inner corner is square. Lap usually has a machined serrated face.
 
Type C
The type C stub end can be used for standard lap joint flange and slip on flange. It is flared leaving a rounded edge at the
inside diameter of the lap. If necessary, the radius can be made closed to a square. The lap thickness is 75% of the pipe wall.
The type C is very short enough to accommodate any backup flange. The lap joint on type C is smooth, and it is not machine.
 
Stub ends are usually manufactured in two ways, Type A and Type B. They are available in two standard length, long (ANSI)
or short pattern (MSS).Sch5s and 10s stub end are usually offered in short lengths, and long lengths are available on special
order. Sch 40s stub end are supplied in either short or long lengths.
 
Materials Chemical Compositions
ASTM A403 Stainless Steel Pipe Fittings refers to the material of forged and rolled austenitic stainless fittings for pressure
pipes. Common grades are WP304/L, WP316/L. They can be used into many fields as engineering industry, energy
conversion plants etc
 

Grade A Composition (%)

Grade
WP

UNS
Designatio

n
C Mn P S Si Ni Cr Mo Ti

WP304 S30400 0.08 2.00 0.045 0.030 1.00 8.0-11.0 18.0-22.0 � �

WP304L S30403 0.030
E 2.00 0.045 0.030 1.00 8.0-12.0 18.0-22.0 � �

WP310
S S31008 0.08 2.00 0.045 0.030 1.00 19.0-22.0 24.0-26.0 � �

WP316 S31600 0.08 2.00 0.045 0.030 1.00 10.0-14.0 16.0-18.0 2.00-3.00  

WP316L S31603 0.030
E 2.00 0.045 0.030 1.00 10.0-14.0 16.0-18.0 2.00-3.00 �

WP321 S32100 0.08 2.00 0.045 0.030 1.00 9.0-12.0 17.0-19.0 � G
Note:

Where a ellipsis(�)appears in the table, there is no requirement and the element need to be analyzed for or reported
The method of analysis for nitrogen shall be a matter of agreement between the purchaser and manufacturer
Columbium 0.10-0.30%; Vanadium 0.10-0.30%.
For small diameter or thin walls, or both, where many drawing passes are required, a carbon maximum of 0.04% is
necessary in grades TP304L and TP316L. Small outside diameter tubes are defined as those less than 0.500in.(23.7mm)
in outside diameter and light wall tubes as those less than 0.049in.(1.24mm) in average wall thickness
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ASME B16.9 Stub End Dimensions (mm)

Nominal Pipe
Size

(Inch)

Outside Dia. of Barrel Length (F) Radius
(R)

Diameter
(G)Min Max Long Pattern Short Pattern

1/2 20.5 22.8 76 51 3 35
3/4 25.9 28.1 76 51 3 43
1 32.6 35.0 102 51 3 51

1-1/4 41.4 43.6 102 51 5 64
1-1/2 47.5 49.9 102 51 6 74

2 59.5 62.4 152 64 8 92
2-1/2 72.2 75.3 152 64 8 105

3 88.1 91.3 152 64 10 127
3-1/2 100.8 104.0 152 76 10 140

4 113.5 116.7 152 76 11 157
5 140.5 144.3 203 76 11 186
6 167.5 171.3 203 89 13 216
8 218.3 222.1 203 102 13 270

10 272.3 277.2 254 127 13 324
12 323.1 328.0 254 152 13 381
14 354.8 359.9 305 152 13 413
16 405.6 411.0 305 152 13 470
18 456.0 462.0 305 152 13 533
20 507.0 514.0 305 152 13 584
22 558.0 565.0 305 152 13 641
24 609.0 616.0 305 152 13 692
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