
ASTM A312 317/L SMLS Seamless Stainless Steel Round
Pipe

Basic Information

CHINA

KASUGAI

ISO-9001; PED; AD 2000

STAINLESS STEEL; DUPLEX ; SUPER
DUPLEX

TO BE NEGOTIATED

PER BASE MATERIAL PRICE

SEAWORTHY PACKING

60 DAYS FOR ONE CONTAINER

L/C, D/A, D/P, T/T

200 TONS / MONTH

Product Specification

SMLS Seamless SS Round Pipe

EN10216-5 1.4401 SMLS PIPE

3"

Sch10S

Plain Ends, Beveled Ends, Threaded Ends

Seamless Stainless Steel Pipe

SRL DRL 20Ft 40Ft From 5 Meters To 18
Meters Or Customized

Enhanced Corrosion Resistance:

SMLS Seamless Stainless Steel Round Pipe, 
Seamless Stainless Steel Round Pipe

for m
ore products please visit us on flangespipefittings.com

Place of Origin:

Brand Name:

Certification:

Model Number:

Minimum Order Quantity:

Price:

Packaging Details:

Delivery Time:

Payment Terms:

Supply Ability:

Product Name:

Standards:

Outer Diameter:

Wall Thickness:

End Process:

Keyword:

Length:

Feature:

Highlight:

Kasugai Shanghai Co., Ltd.
flangespipefittings.com
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Product Description

ASTM A312 316/L SMLS Seamless SS Round Pipe
 
Product Information:
A Seamless Stainless Steel (SS) Round Pipe, also known as SMLS Stainless Steel Round Pipe, is a type of pipe made from
stainless steel that does not have any welded joints along its length. This seamless construction provides a smooth and
uniform surface, making it ideal for applications where high corrosion resistance and a clean interior surface are required.
 
Seamless stainless steel pipes are produced using a method called seamless pipe manufacturing. This process involves
piercing a solid stainless steel billet or ingot to create a hollow tube. The billet is heated and then passed through a series of
rollers to achieve the desired dimensions and shape. The resulting seamless pipe has no welding seams or joints.
 
Seamless pipes are manufactured without any welded joints along their length, providing a smooth internal surface that
reduces turbulence and pressure drop in fluid flow.

Product Name EN10216-5 1.4401 SMLS PIPE 3" SCH 10S SEAMLESS
STAINLESS STEEL PIPE

Standards ASTM A312 317/L
Outer Diameter 3"
Wall Thickness Sch10S

Length SRL DRL 20Ft 40Ft from 5 meters to 18 meters or
customized

End Process Plain Ends, Beveled Ends, Threaded Ends
Origin China
 
Stainless steel pipe is offered in a variety of product types, including welded pipes and seamless pipes. The composition can
change, allowing it to be used in a variety of sectors. Stainless steel pipes are used on a regular basis by many industrial firms.
Different types of stainless steel pipes in terms of manufacturing methods and different standards are going to be mentioned.
Application in variety of industries.
 
 

STAINLESS STEEL PIPES
ASTM A213; ASTM A269;ASTM A312;ASTM A789; ASTM A790; EN10216-5; JIS 3463;
JIS 3459;

SIZE AVAILABLE
SIZE

RANGE OD WALL
THICKNESS LENGTH SURFACE

SEAMLESS 1/2"--18" UP TO 20mm
FIXED /
RANDOM

PICKLING
&
PASSIVAT
ION

BRIGHT
ANNEAL
EDWELDED 3/4"--36" UP TO 36mm

      

TESTING & INSPECTION

NDT
TESTING

MECHANICAO
TESTING

CHEMICAL
ANALYSIS

SPECTRUM
ANALYSIS

SIZE
INSPECTI

ON

SURFAC
E

INSPECT
ION

UT; RT;
EDDY

CURRENT

TENSION/TENSILE;
IMPACT; HARDNESS;

HYDRAULIC

METALLOGRAP
HIC; LOW

TEMPERATURE
SPECTROME

TER
CALIPER;
GAUGE

VISUALIZ
ATION

      

APPLICATION

PETRO
CHEMICAL
INDUSTRY

HEAT EXCHANGE AERO SPACE

PHARMACEU
TICAL

EQUIPMENT
S

BOILER NUCLEA
R

 
MATERIAL AVAILABLE

304/L 310/S 316/L 317/L 321/H 347/H 316 Ti 904L/N08904
1.4301 /
1.4307 1.4845 1.4401

/1.4404 1.4439 1.45411.45501.45711.4539

S31803/F51 S32750/F5
3 S32750/F55 S31254/F44　 　 　 　

1.4462 1.441 1.4501 1.4547 　 　 　 　
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