
Stainless Steel Butt Weld Fittings Stub Ends ASME B16.9 UNS31803 For
Chemical Pipelines

Basic Information

CHINA

KASUGAI

ISO-9001; PED; AD 2000

ASME B16.9 /MSS SP 75 TYPE A

TO BE NEGOTIATED

PER BASE MATERIAL PRICE

SEAWORTHY PACKING

60 DAYS FOR ONE CONTAINER

L / C , T / T

100 TONS / MONTH

Product Specification

Stainless Steel Butt Weld Fittings Stub Ends

UNS S31803

Dimension: 1/2” To 48”

ASME B16.9 / MSS SP-75 TYPE A

Stainless Steel Fittings

Electronic Industry, Chemical Pipelines,

ASME B16.9

UNS31803 Stainless Steel Butt Weld Fittings, 
Stainless Steel Butt Weld Fittings

for m
ore products please visit us on flangespipefittings.com

Place of Origin:

Brand Name:

Certification:

Model Number:

Minimum Order Quantity:

Price:

Packaging Details:

Delivery Time:

Payment Terms:

Supply Ability:

Product Name:

Materail:

Size Range:

Standards:

Keyword:

Application:

Manufacturing Standards:

Highlight:
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Product Description

Stainless Steel Butt Weld Fittings Stub Ends
 
Product Information
ASME B16.9 is a standard for factory-made wrought buttwelding fittings, including stainless steel stub ends. Stub ends are
fittings used in piping systems to allow for the connection of two pipes or fittings with different end types or sizes. They are
typically used in conjunction with lap joint flanges, where the stub end is welded to the pipe, and the lap joint flange is free to
rotate around the stub end, facilitating easy alignment during installation.
 
ASME B16.9 stainless steel stub ends are made of stainless steel materials such as 304, 316, or other stainless steel grades.
Stainless steel offers excellent corrosion resistance and durability.
Stub ends have one end that is butt welded to the pipe while the other end has a lap joint flange connection. This design
allows for easy installation and alignment of the flange in piping systems.
 

Product Name ASTM A815-WP UNS S31803 45 Degree Duplex Stainless Steel
BW Elbow

Size Range Dimension: 1/2” to 48”
Wall Thickness Sch10S Sch20 STD Sch40 XS Sch80
Standards ASTM A815 WP
Material ASME B16.9 / MSS SP-75
Manufacturing
Standards ASME B16.9

 
Applications:
Stainless steel stub ends are used in various industries, including petrochemical, chemical processing, oil and gas, and other
applications where corrosion resistance and durability are essential.
Long Radius: The curvature radius of a long radius bend is typically 1.5 times the NPS of the pipe, providing a smoother flow
path and reducing pressure drop compared to short radius bends.
 
Material (UNS S31803) Chemical Compositions

UNS
Designation C Mn P S Si Ni Cr Mo N

S31803 0.03 2.00 0.03 0.02 1.00 4.5-6.5 21.0-
23.0 2.5-3.5 0.08-

0.20
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